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(i) The vertical height of the air-cur-
tain (or glass in a transparent door) 
and (ii) The largest overall width of the 
case, when viewed from the front. 

[70 FR 60414, Oct. 18, 2005, as amended at 74 
FR 1140, Jan. 9, 2009; 78 FR 62993, Oct. 23, 
2013] 

Subpart D—Commercial Warm Air 
Furnaces 

SOURCE: 69 FR 61939, Oct. 21, 2004, unless 
otherwise noted. 

§ 431.71 Purpose and scope. 
This subpart contains energy con-

servation requirements for commercial 
warm air furnaces, pursuant to Part C 
of Title III of the Energy Policy and 
Conservation Act, as amended, 42 
U.S.C. 6311–6317. 

[69 FR 61939, Oct. 21, 2004, as amended at 70 
FR 60415, Oct. 18, 2005] 

§ 431.72 Definitions concerning com-
mercial warm air furnaces. 

The following definitions apply for 
purposes of this subpart D, and of sub-
parts J through M of this part. Any 
words or terms not defined in this Sec-
tion or elsewhere in this part shall be 
defined as provided in Section 340 of 
the Act. 

Basic model means all units of a given 
type of covered product (or class there-
of) manufactured by one manufacturer, 
having the same primary energy 
source, and which have essentially 
identical electrical, physical, and func-
tional (or hydraulic) characteristics 
that affect energy consumption, energy 
efficiency, water consumption, or 
water efficiency. 

Commercial warm air furnace means a 
warm air furnace that is industrial 
equipment, and that has a capacity 
(rated maximum input) of 225,000 Btu 
per hour or more. 

Thermal efficiency for a commercial 
warm air furnace equals 100 percent 
minus percent flue loss determined 
using test procedures prescribed under 
§ 431.76. 

Warm air furnace means a self-con-
tained oil-fired or gas-fired furnace de-
signed to supply heated air through 
ducts to spaces that require it and in-
cludes combination warm air furnace/ 

electric air conditioning units but does 
not include unit heaters and duct fur-
naces. 

[69 FR 61939, Oct. 21, 2004, as amended at 76 
FR 12503, Mar. 7, 2011] 

EFFECTIVE DATE NOTE: At 78 FR 79598, Dec. 
31, 2013, § 431.72 was amended by revising the 
definition of ‘‘basic model’’, effective Jan. 30, 
2014. For the convenience of the user, the re-
vised text is set forth as follows: 

§ 431.72 Definitions concerning commercial 
warm air furnaces. 

* * * * * 

Basic model means all commercial warm air 
furnaces manufactured by one manufacturer 
within a single equipment class, that have 
the same nominal input rating and the same 
primary energy source (e.g. gas or oil) and 
that do not have any differing physical or 
functional characteristics that affect energy 
efficiency. 

* * * * * 

TEST PROCEDURES 

§ 431.75 Materials incorporated by ref-
erence. 

(a) General. DOE incorporates by ref-
erence the following test procedures 
into subpart D of part 431. The mate-
rials listed have been approved for in-
corporation by reference by the Direc-
tor of the Federal Register in accord-
ance with 5 U.S.C. 552(a) and 1 CFR 
part 51. Any subsequent amendment to 
the listed materials by the standard- 
setting organization will not affect the 
DOE regulations unless and until such 
regulations are amended by DOE. Ma-
terials are incorporated as they exist 
on the date of the approval, and a no-
tice of any changes in the materials 
will be published in the FEDERAL REG-
ISTER. All approved materials are 
available for inspection at the National 
Archives and Records Administration 
(NARA). For information on the avail-
ability of this material at NARA, call 
(202) 741–6030 or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. Also, these mate-
rials are available for inspection at 
U.S. Department of Energy, Office of 
Energy Efficiency and Renewable En-
ergy, Building Technologies Program, 
6th Floor, 950 L’Enfant Plaza SW., 
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